
Page 1 of 4 
 

NORTHERN HIRE GROUP PTY LTD 
134 Ogilvie Avenue, Echuca 3564 

(03) 5482 6262 

    

WET / DRY VACUUM 

OPERATOR INSTRUCTIONS 
PLANT INFORMATION 

 

NHG Ref/Part No.    

Plant ID:    WETVAC 

Plant Name:    Wet / Dry Vacuum  
 

Potential Noise Level in Db:  65db to less than 85db 

Required hearing protection class: 2 

Operator Competency:  Plant Licence Not Required 
It is the hirer’s responsibility to ensure that all operators are 
competent. 
 

Please refer to the User Guide and Operators Manual for 

detailed Operating Instructions 
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SETTING UP/OPERATION 

 
1. Position grinder on the working area.  

 
2. Make sure there are diamonds underneath machine and that the head locks/shear pins are tight. 

IMPORTANT - When using the machine, each grinding head must always have the same diamond 
type and number of diamonds as the other grinding heads. Each grinding head must have diamonds 
the same height as the other grinding heads. 
 

3. Adjust rubber skirt so that a good seal is established between the floor and head of machine.  
 

4. Ensure join in skirt is at the front of the machine. Setting of the skirt is essential to obtain good 
dust extraction and eliminate the possibility of airborne dust when dry grinding. 
 

5. Set handle to most comfortable working height using adjustment lever. 
IMPORTANT - It is recommended that this height be set as close as possible to the height of the 
operator's hip bone. When the machine is running, there will be a grinding force/pull to one side 
that can be felt through the handlebars. Use the hip to resist this force instead of trying to control 
this through the arms (such positioning will be much easier for the operator using the machine over 
prolonged periods of time. 

 
 

POWERING UP MACHINE 

 
1. Ensure the STOP/RUN switch is set on Stop (rotate counter clockwise). 

 
2. Plug power supply to machine. Only turn power on at switch once fully connected. 

 
3. Disengage Emergency Stop button (twist clock-wise). 

 

4. Depress Power button. On doing so, a soft "clunk" should be heard to come from within the electrical 
cabinet. This indicates the line contactors have engaged, Supplying power to the drives/frequency 
converters. 

 

SETTING SPEED & DIRECTION 

 
1. On the control panel there is a FORWARD/REVERSE and Speed dial knob. Generally, when starting the 

machine for the first time on any given application, it is advised the speed setting should not exceed 7, 
initially. 
 

2. When the operator is comfortable with the application speed may be increased. 
 
3. Standing behind machine with handlebars set as described earlier, apply a small amount of downward 

pressure on the handle. Switch the machine to run mode using the STOP/RUN switch on the control 
panel. The machine should start smoothly and accelerate to the selected speed over a period of 5 
seconds. 
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Production tip  
To improve the cutting efficiency of diamonds, change directions on a regular basis. This 
will work both sides of the diamond crystals, keeping the abrasives as sharp as possible by creating maximal 
exposure of the diamond crystal. 
Once both a speed and direction have been nominated, switch on dust extraction or vacuum device. 
IMPORTANT - It is highly recommended to use the Husqvarna DC 5500 dust extraction system for complete 
dust control. 
 
 
 

CHANGING THE DIAMONDS 

As different applications require different selections of diamond tools, there will be many occasions when 
the grinding discs need to be changed. 
 
Following is a guide for this procedure. 
 
Preparation 
1. Ensure STOP/RUN switch is in STOP position as unintentional starting of machine while changing discs 

an result in serious injury. 
 
2. Have a set of gloves ready, as diamonds can get very hot during dry grinding applications. 
 
Changing 
 

1. Set handle in upright position (illustrated below). 
 

 
 

2. Pull back on handle to lift grinding head off the ground. 
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3. Lay machine back on the ground. 

 

 
 

4. Put on gloves. 
 

5. Remove grinding disc by slightly rotating disc and then pull off (direction that the discs will need to 
be rotated will depend on the direction the machine was last running). 
 

6. Check to ensure all head locks/shear pins are tight. 
 

7. Once new diamonds have been attached, reverse procedure to lower machine to ground. 
 

 
8. As new diamonds may be a different height to set being previously used, re-adjust skirt to ensure 

good seal is established with the floor. 
 
 

 

Please refer to the User Guide and Operators Manual  

for detailed Operating Instructions 
 

The safety information contained in this assessment is general information only and should not be 

relied upon as a substitute for professional advice or tuition, which the hirer should seek before 

operating. 


